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For information on obtaining a permit for a patio cover and completing these drawings see Page 4.

TO COMPLETE THIS PLOT PLAN . ..

1.

Show the location of the proposed patio cover on the plot plan below showing its size, area and distance to
property lines. Also show the location and spacing of the supporting posts.

2. Show any other structures in the same yard as the proposed patio cover, such as pools, retaining walls,
accessory buildings and oak trees. Dimension these items from the patio cover.

3. Show any hillsides on your property that exceed a slope of 3 horizontal to 1 vertical (3:1). Show the distance
from the top or bottom of these slopes to the proposed patio cover. Indicate on the plan the siope of the grade
and the vertical height of the slope from top to bottom.

4. Setbacks: Patio covers shall have a minimum setback of 5 feet to the side and rear property lines and a
minimum 20-foot setback to the front property line when located in the front yard. Setbacks are measured to
the supporting posts.

5.  When the above setbacks are observed, Planning Division approval will not be required. Any deviation of the
above setbacks will require the review and approval of the Planning Division. Indicate if property has a zero
jot line.
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PROPERTY OWNER:
ADDRESS: CITY: _ STATE: ziP:

California Building Code 2007 CBC: Minimum 5 feet setback to property line per Sections 704.5,
704.8, Tables 601 & 602. Maximum height of 12 feet per Appendix I Section 1102.

Zoning Code: See section 7-9-137 “Accessory Uses and Structures”. Note: Sites located in
planned communities/specific plan areas may have different regulations.
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TYPICAL LATTICE PATIO COVER

DETAIL "B"
I LATTICE ‘/—\ SEE PAGE 3
h}n nnnnnnnnnnnnnn.nnn_n//ﬁnn un\\7
/ 4
f T SUPPORTING BEAM
DETAIL "A" RAFTERS TO BE: ~—-! |
SEE PAGE 3 R r’—"—' MAXIMUM OVERHANG =
- .. v o.C <% 5 TIMES THE RAFTER
(SEE SPAN TABLES, PAGE 3) DEPTH (48" MAX.)
FACE OF LEDGER: 2"X______ " . POST SIZE: "X "
HOUSE (4" X 4" MINIMUM)
RAFTER SPAN = . " i
2" min.clearance btwn. e "L‘\
weep screed & slab / \ [ FINISHED GRADE
p —
T I {
T 912" PATIO SLAB FOOTING | MAX.SUPPORTED
SIZE SHADED AREA
DETAIL "D* —— —"] _
SEE PAGE 3 x 12" X 12" 80 SQ. FT.
L 1exae 200 SQ. FT.
SECTION VIEW (CIRCLE FOOTING SIZE TO BE USED,
- ALL FOOTINGS ARE 12" DEEP)
. LATTICE
DETAIL "C"
SEE PAGE 3
, /-\
i 1IN | U Il 1l 11 U
==Y | |
/ . BEAMSIZE: __"X___" N /
—/ {SEE SPAN TABLES, PAGE 3)
* 4" X 4" KNEE BRACES AT EACH POST *

MAXIMUM OVERHANG =
1/3 OF SPAN OF BEAM
WITH 48" MAX. AND AT
LEAST 3 FEET FROM
PROPERTY LINE

BEAM SPAN =

6'- 8" MIN.

i

| |

FRONT VIEW

* Maximum P

atio Area Supported at Kneebrace = 60 sq. fi,
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 TYPICAL LATTICE PATIO COVER

—— EXISTING STUCCO WALL
CONTINUOUS LEDGER 2" X DEPTH OF RAFTERS
’/’ 18 ga. FRAMING CLIP EA. RAFTER WITH 3-8d EA. LEG.

APPROVED HANGER !

2" SOLID BLOCKING BETWEEN
2X RAFTERS. (MAY BE OMITTED

0RO RR A

¢  3-8d TOENAILS @ RAFTER TO )
BEAM AND AT BLK'G. TO BEAM. \ =

> V.

\- 172" X 6" LAG BOLTS AT 16" O.C. STAGGERED. RAFTERS ] ¥
LAG BOLTS SHALL BE INSTALLED WITH STD. (SEE SECTION) MAXIMUM
WASHERS INTO 3/8° PRE-DRILLED HOLES. / RAEa sy A
SUPPORTING BEAM ]
NOTE: LAG BOLTS MUST GO INTO 2X WOOD (SEE FRONT VIEW)
, FRAM'G. (VERIFY ON SITE) POST
. (SEE SECTION)
LEDGER CONNECTION - "A" RAFTER TO BEAM DE_TAIL "g"
| POST PER PLAN ~——————=|-+ APPROVED POST
FASTENERS PER BASE WITH BUILT
: A 4 MIN % , IN 1 STANDOFF
: | R— : HARDWARE MNFR.
SN - - | [PENETRATION | \ NATURAL OR
TN ! 2 ! COMP. GRADE
I 29 d—h
) o g i : |Z
- ., | } Nig
1] APPROVED POST CAP OR | 12
T 12 GAUGE 1-1/2" x 12" | <
x —t STEEL T OR ‘L' STRAPS pal . N
%" THRU BOLT WHEN / aﬁ%’&,ﬂg%gf@ 12 DIA. ! ' g
KNEE BRACE ON : / —
BOTH SIDES. 3-1/2" PATIO SLAB | —
4" X 4" KNEE BRACE WITH 1/2" X SLOBED AWAY =
BRACE AND BEAM AS 6" LAG BOLTS AT EACH END. FROM HOUSE
OCCURS AT LAG BOLTS SHALL BE INSTALLED 3 MIN.
INTERMEDIATE POST. WITH STANDARD WASHERS INTO SEESECTION|  COVER
LAl 38" PRE-DRILLED HOLES  PAGEZ

Note: Bolt heads shall be counter sunk.

KNEEBRACING DETAIL -"C" TYPICAL FOOTING DETAIL -"D"

W‘ W
F.Z ALLOWABLE RAFTER SPANS N.F.Z BEAM SPANS

Rafter | Rafter Rafter Rafter | Rafter | Rafter Beam With Rafter Spans..
Size | Spacing Span Size Spacing | Span Size  |.upto 12'|..up to 20'

16" 9'-6" 24" 110" 4" x 4" 6'-0" 5-0"

2" x 4" 24!0 8l.4ll 4" x 4" 32" 10'_0” 4|l x 6" 9l-6ll 8l-0ll

32" 7'-3" { 48" 8'-6" 4" x 8" 12'-0" 10'-6"

24" 13'-1" 24" 17'-4" 4" x 10" 16'-0" 13-0"

2" x 8" 32" 114" 4" x §" 32" 15'-8" 4" x12" | 19-0" 160"

48" 10'-0" 48" 13-8" 4" x 14" | 220" 180"

24" 17'-4" 24" 20'-0" 8"x8"#1 | 18-0" 140"

2"x 8" 32" 15'-0" 4"x8" 32" 20-0" 6" x 10" #1| 22'-6" 18'-0"
\ 48" 130" 48" 18-0" 6" x 12" #1] 25-0" | 22'-0" J
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TYPICAL LATTICE PATIO COVER

INSTRUCTIONS:

1. A building permit for a patio cover may be obtained usingthis O.C. standard drawing Simply fill in the blanks
and information requested on these plans.

2. Complete an "Application for a Building Permit" and present it with these plans to a permit specialist.

3. Deviations from the construction and designs shown in these drawings will require complete plans and details
and must be reviewed by a City Plan Check Engineer prior to obtaining a building permit. Approval by a
Registered Architect, Civil Engineer, or Structural Engineer may be required.

GENERAL INFORMATION:

1. A shade bar palio cover is a ane-story structure that does not exceed 10 feet in height above the adjacent
grade.

2. Shade bar patio covers shall be used for recreational, outdoor living purposes only and shall not be used as
carports, garages, storage rooms or habitable rooms,

3. Shade bar patio covers must be accessory to a single-family dwelling or individual dwelfing unit in a multiple
dwelling building.

4. The shade bars of the patio cover shall be at least 50% open with a minimum of 1-1/2" spacing between the
shade bars (self-spacing).

5. Rafters and beams for this patio cover are designed to support a 10 psf live load. Shade Bars shall not be
covered with additional roof coverings.

6. Shade bar patio covers may be partially enclosed provided the area of the longer wall and one additional wall
is at least 65% open.

7. Construction details in this standard may not comply with Fire Hazard Zone construction requirements.
See www.santa-clarita.com for more information on Fire Hazard Zones and construction requirements.

MATERIALS:

1. WQOOD shall be grade marked Douglas Fir Larch No. 2 or better.

2. CONCRETE shall have a minimum strength of 2500 psi in 28 days.

3. FRAMING HARDWARE shall be ICC approved for the intended use and installed per manufacturers’
specifications using all recommended fasteners.

4. SHADE BARS may be 2" x 2", 2" x 3", 3" x 3" or other lightweight lattice material.

REQUIRED INSPECTIONS:

1.  FIRST INSPECTION shall be after excavation for the footings (befare any concrete is poured).

2. SECOND INSPECTION shall be the final inspection when all work has been completed and all work remains
readily visible. Any work that is proposed to be covered will require an additional inspection prior to covering.
Exposed wood has been weather protected.

PLEASE READ AND SIGN:
The owner and/or contractor, as applicant for this permit, has read and understands the information on this page and
agrees to construct the proposed patio cover as shown on these plans.

Signature of Applicant Date:
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